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Based upon the Ordnance Survey mapping with the permission of

the controller of Her Majesty Stationary Office - Crown copyright.

Unauthorised reproduction may lead to prosecution or civil

proceedings. L.B. Newham LA086517 1997.
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Highways and Sustainable Transport
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CROSSING POINT

FOR COMMUNITY CENTER

NTS

DN

DN

DN

MG

21126 1000 09 ChRd B

Preliminary

DEC 2021

Existing telegraph pole
Existing sign post (with existing
sign face)

KEY:

Existing lining (and other items) to
be removed

Existing Gully

Existing Double Yellow line

Proposed / relocated 76mm
Sign post

INSTRUCTIONS

Schedule

Existing Permit holders only
Existing SU2 parking

TP

SP

Existing guardrail

Existing Community Disabled Bay

NOTES:

1. Please note: Any proposals dependent on exact location information
may require measurement on site.

2. All dimensions shall be site verified, any discrepancies from actual site
conditions shall be brought to the engineer/clerk of work's attention prior
to carrying out any works in the  affected areas. Affected works shall only
be progressed upon engineer/clerk of work's instructions.

3. The contractor is responsible to checking the locations of existing
statutory services prior to construction, pay attention to the "New Roads
and Street Works Act 1991".

4. All signs to be mounted at a minimum of 2.4m from the base of the sign
to the footway.

5. All new tactile paving to be installed in Buff colour

Proposed Tactile Paving

A JAN
2022 Tactiles ammended DN MG

Remove 25.2m 1028 white line
Remove 8.5m DYL
Re-locate 76mm sign post and existing sign

Install crossing as designed.

B FEB
2022 DB outside 93/95 DN MG
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